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Pilot bore heads

for clay, silt, loam, marl
Soft Drill Head (SDH)

·   for non-cohesive soils

·   in case of wear only the steering plate is exchage

·   easy exit of the bore channel

·   different steering plates available

·   durable and robust construction

·   optimal reflux of the bore spoils

For muzzleloader transmitter housing  

 
Soft Drill Head 4X / TD 48 / TD 61 / EL D67 - Ø 80/66 mm for
muzzleloader transmitter housing  Part No.: DRI 4790

 
Soft Drill Head für TD 73, EL D80 - Ø 110/85 mm for muzzleloader
transmitter housing  Part No.: DRI 144780.1

 
Soft Drill Head für TD 82 - Ø 120/99 mm for muzzleloader
transmitter housing  Part No.: DRI 4800

For side loader transmitter housing  

 
Soft Drill Head for TD 73, EL D80 - Ø 110/85 mm for side loader
transmitter housing  Part No.: DRI 144780.2

 
Soft Drill Head for TD 82 - Ø 120/99 mm for side loader transmitter
housing  Part No.: DRI 4800

 
Soft Drill Head for EL D104 - Ø 104 mm for side loader transmitter
housing  Part No.: DRI 4852

Pilot bore heads

Edition: 16 July 2024 3



Pilot bore heads

Steering plates for SDH Soft Drill Head

Due to the different steering plate geometries the SDH bore head can be adapted to diffrent types of soil.

Steering plate type Standard for TD 82 L 200 mm 

with hard metal pins
length 200 mm 

Part No.: DRI 4801

Steering plate type Standard for TD 82 L 240 mm 

with hard metal pins
length 240 mm Part No.: DRI 4802

Steering plate type Standard for TD 48, TD 61, TD 73, Rd 49, EL D67,
EL D80 

with hard metal pins
Length 135 mm Part No.: DRI 4791

Steering plate type Standard for TD 48, TD 61, TD 73, Rd 49, EL D67,
EL D80 

with hard metal pins
Length 175 mm Part No.: DRI 4792

Steering plate type Standard for TD 48, TD 61, TD 73, Rd 49, EL D67,
EL D80 

with hard metal pins
Length 205 mm Part No.: DRI 4793

Steering plate type Standard for TD 48, TD 61, TD 73, Rd 49, EL D67,
EL D80 

with hard metal pins
Length 175 mm x Breite 110 mm Part No.: DRI 4794

Steering plate type Triangle for TD 61, TD 73, Rd 49 

with hard metal pins, for larger freecutting of the drill rod
length 135 mm x width 125 mm 

Part No.: DRI 4796

Steering plate type Triangle for TD 82 

with hard metal pins, for larger freecutting of the drill rod
length 200 mm x width 160 mm  Part No.: DRI 4803
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Pilot bore heads

Steering plate TD 61, TD 73, Rd 49, EL D67, EL D80 

for very soft ground
W 150 mm 

Part No.: DRI 4797.2

Steering plate bent for TD 61, TD 73, Rd 49, EL D67, EL D80 

for even better steering behaviour
Length 200 mm x Width 135 mm 

Part No.: DRI 4797

Steering plate bent for TD 82, EL D104 

for even better steering behaviour
length 260 mm x Width 150 mm Part No.: DRI 4806

Steering plate with weld-on teeth for TD 61, TD 73, Rd 49, EL D67,
EL D80 

For hard, compact, sandy and gravelly soils
Length 180 mm x Width 130 mm 

Part No.: DRI 4798

Steering plate with weld-on teeth for TD 82, EL-D104 

For hard, compact, sandy and gravelly soils
Length 260 mm x Width 190 mm Part No.: DRI 4807

Steering plate with weld-on teeth for TD 82, EL D104 

For hard, compact, sandy and gravelly soils
Width 280 mm Part No.: DRI 4808
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Pilot bore heads

for fine sand up to medium gravel soils
Medium Drill Head (MDH) Type 1

·   with exchangeable round-framed chisels

·   preferably for cohesive soils

·   optimal reflux of the bore spoils

·   chisel geometry adapted to the percussive hammer (exchangeable blades)

·   very easy to steer, low friction on the drill rod

·   easy exit of the bore channel

For muzzleloader transmitter housing  

  Medium Drill Head Type 1 for 4X - Ø 80 mm Part No.: PIT 4713

 
MDH-Gravel Type - Medium Drill Head Typ 1 for TD 61 und EL D67 -
Ø 100 mm  Part No.: DRI 4820

 
MDH-Gravel Type - Medium Drill Head Typ 1 for TD 73, EL D80 - Ø
115 mm  Part No.: DRI 144781.1

  Medium Drill Head Type 1 for TD 82 - Ø 150 mm Part No.: DRI 4826

  Medium Drill Head Type 1 for TD 82 / EL 95 - Ø 190 mm Part No.: DRI 4827

For side loader transmitter housing  

 
MDH-Gravel Type - Medium Drill Head Typ 1 für TD 73 - Ø 115 mm
for side loader transmitter housing  Part No.: DRI 144781.2

 
Medium Drill Head Typ 1 für EL D104 - Ø 190 mm for side loader
transmitter housing  Part No.: DRI 4850

 
MDH-Gravel Type - Medium Drill Head Typ 1 für TD 82 - Ø 150 mm
for side loader transmitter housing  Part No.: DRI 4826.2

 
Medium Drill Head Type 1 for TD 82 / EL 95 - Ø 190 mm for side
loader transmitter housing  Part No.: DRI 4827.2
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Pilot bore heads

for fine sand up to medium gravel soils
Medium Drill Head (MDH) Type 2

with slanted round-framed chisels

·   universally applicable

·   for densely layered, difficult to penetrate soils

For muzzleloader transmitter housing  

 
Medium Drill Head Type 2 for TD 61, EL D67 - Ø 115 mm for
Muzzleloader Transmitter Housing  Part No.: DRI 4820.1

 
Medium Drill Head Typ 2 for TD 73, EL D80 - Ø 135 mm for
Muzzleloader Transmitter Housing  Part No.: DRI 144785.1

 
Medium Drill Head Typ 2 for TD 82 - Ø 150 mm for Muzzleloader
Transmitter Housing  Part No.: DRI 4822

For side loader transmitter housing  

 
Medium Drill Head Typ 2 für TD 73 - Ø 135 mm for side loader
transmitter housing  Part No.: DRI 144785.2

 
Medium Drill Head Typ 2 für TD 82 - Ø 150 mm for side loader
transmitter housing  Part No.: DRI 4822.2

 
Medium Drill Head Typ 2 for EL D104 - Ø 170 mm for side loader
transmitter housing  Part No.: DRI 4854
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Pilot bore heads

for fine sand up to medium gravel soils
Medium Drill Head (MDH) Type 3

·   for hard, compact, sandy and gravelly soils

·   rigid construction

·   excellent steering characteristics

For muzzleloader transmitter housing  

 
Medium Drill Head Typ 3 for TD 61, EL D67 - Ø 120 mm For
muzzleloader transmitter housing  Part No.: DRI 4790.5

 
Medium Drill Head Typ 3 for TD 73, EL D80 - Ø 135 mm, For
muzzleloader transmitter housing  Part No.: DRI 4799

 
Medium Drill Head Typ 3 for TD 82 - Ø 170 mm for muzzleloader
transmitter housing  Part No.: DRI 4823

For side loader transmitter housing  

 
Medium Drill Head Typ 3 for TD 73, EL D80 - Ø 135 mm, For side
loader transmitter housing  Part No.: DRI 4799

 
Medium Drill Head Typ 3 für TD 82 - Ø 170 mm, for side loader
transmitter housing  Part No.: DRI 4823.2
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Pilot bore heads

for coarse gravel mixed soils, debris, hard and aggressive soils
Hard Drill Head (HDH) Type 1

·   for non-homogeneous soils

·   preferably for rubble

·   very easy to steer

·   easy exit of bore channel

·   high wear protection

For muzzleloader transmitter housing  

 
Hard Drill Head Typ 1 - Ø 85 mm, for muzzleloader transmitter
housing  Part No.: DRI 4790.9

 
Hard Drill Head Typ 1 für TD 61, EL D67 - Ø 95 mm for muzzleloader
transmitter housing  Part No.: DRI 4790.6

 
Hard Drill Head Typ 1 für TD 61, EL D67 - Ø 115 mm for
muzzleloader transmitter housing  Part No.: DRI 4790.7

 
Hard Drill Head Typ 1 für TD 73, EL D80 - Ø 115 mm for
muzzleloader transmitter housing  Part No.: DRI 144784.1

 
Hard Drill Head Typ 1 for TD 73, EL D80 - Ø 125 mm with
exchangeable round framed chisels  Part No.: DRI 144784.3

 
Hard Drill Head Typ 1 für TD 82 - Ø 130 mm for muzzleloader
transmitter housing  Part No.: DRI 4825.3

 
Hard Drill Head Typ 1 für TD 82 / EL 95 - Ø 155 mm for muzzleloader
transmitter housing  Part No.: DRI 4825.4

For side loader transmitter housing  

 
Hard Drill Head Typ 1 für TD 73 - Ø 115 mm für
Seitenlader-Sendergehäuse  Part No.: DRI 144784.2

 
Hard Drill Head Typ 1 for TD 73, EL D80 - Ø 125 mm, with
exchangeable round framed chisels  Part No.: DRI 144784.4

 
Hard Drill Head Typ 1 for TD 82 - Ø 130 mm for side loader
transmitter housing  Part No.: DRI 4825.3

 
Hard Drill Head Typ 1 for TD 82 / EL 95 - Ø 155 mm for side loader
transmitter housing  Part No.: DRI 4825.4

 
Hard Drill Head Typ 1 für EL D104 - Ø 155 mm for side loader
transmitter housing  Part No.: DRI 4851

 
Hard Drill Head Typ 1 für EL D104 - Ø 195 mm for side loader
transmitter housing  Part No.: DRI 4851
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Pilot bore heads

for coarse gravel mixed soils, debris, hard and aggressive soils
Hard Drill Head (HDH) Type 2

·   for medium heavy to heavy homogeneous, fissured and loose soils,

·   also for hard, non-displaceable soils,

·   extremely high wear protection due to hard metal armouring,

·   very good return flow of exiting spoils

For muzzleloader transmitter housing  

 
Hard Drill Head Typ 2 for TD 48 / TD 61 - Ø 80 mm, only for
transmitter housing Ø 65 mm - muzzleloader  Part No.: DRI 4735

 
Hard Drill Head Typ 2 for TD 61, EL D67 - Ø 95 mm, for transmitter
housing Ø 75 mm - muzzleloader  Part No.: DRI 4790.2

 
Hard Drill Head Typ 2 für TD 73, EL D80 - Ø 115 mm, for
muzzleloader transmitter housing  Part No.: DRI 144782.1

 
Hard Drill Head Typ 2 für TD 82 - Ø 120 mm for muzzleloader
transmitter housing  Part No.: DRI 4810.2

For side loader transmitter housing  

 
Hard Drill Head Typ 2 für TD 73 - Ø 115 mm, for side loader
transmitter housing  Part No.: DRI 144782.2

 
Hard Drill Head Typ 2 für TD 82 - Ø 120 mm for side loader
transmitter housing  Part No.: DRI 4810.2
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Pilot bore heads

for hard, compact, non-displaceable soils
Hard Drill Head (HDH) 4-finger

·   for all mixed soils

·   Debris, hard and aggressive soils

·   high wear protection

Hard Drill Head (HDH) 4-Finger for TD 73, EL D80 - Ø 130 mm 

·   for all mixed soils Debris,

·   hard and aggressive soils

·   high wear protection Part No.: DRI 144787

Hard Drill Head (HDH) 4-finger for TD 82 - Ø 155 mm 

·   for all mixed soils

·   Debris, hard and aggressive soils

·   high wear protection Part No.: DRI 4811

For side loader transmitter housing  

 

Hard Drill Head (HDH) 4-Finger for TD 73, EL D80 - Ø 130 mm 

·   for all mixed soils

·   Debris, hard and aggressive soils

·   high wear protection Part No.: DRI 144787.2

 

Hard Drill Head (HDH) 4-Finger for TD 82 - Ø 155 mm 

·   for all mixed soils

·   Debris, hard and aggressive soils

·   high wear protection Part No.: DRI 4811.2

 

Hard Drill Head (HDH) 4-Finger for EL D104 - Ø 180 mm 

·   for all mixed soils

·   Debris, hard and aggressive soils

·   high wear protection Part No.: DRI 4855
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Pilot bore heads

Round-framed chisel

Round-framed chisels are made of high-strength steel and can easily be exchanged on site with MDH pilot bore heads Type 1 2

exchangeable round-framed chisel for 4X (MDH Type 1) 

Part No.: YY 246536

exchangeable round-framed chisels for TD 61, EL D67 (MDH Type 2) Part No.: YY 246744

exchangeable round-framed chisels for TD 61, TD 73, EL D67, EL D80
(MDH Type 1) 

Part No.: YY 294481

exchangeable round-framed chisels for TD 73, EL D80 (MDH Typ 2) 

Part No.: YY 246741

exchangeable round-framed chisels for TD 82 (MDH Type 1 and 2) Ø
150mm Part No.: YY 246736

exchangeable round-framed chisels for TD 82, EL 95, EL D104 (MDH
Type 1) Ø 190 mm Part No.: YY 246870
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Pilot bore heads

Round-framed chisels with hardened layer

Round-framed chisels are made of high-strength steel and coated with Wolframcarbid.

They can easily be exchanged on site with MDH pilot bore heads Type 1 2

exchangeable round-framed chisels with hardened layer for TD 61,
EL D67 (MDH Type 2) 

Part No.: YY 246744.1

exchangeable round-framed chisels with hardened layer for TD 61, TD
73, EL D67, EL D80 (MDH Type 1) 

Part No.: YY 294481.1

exchangeable round-framed chisels with hardened layer for TD 73,
EL D80 (MDH Type 2) 

Part No.: YY 246741.1

exchangeable round-framed chisels with hardened layer for TD 82 

  Part No.: YY 246736.2

exchangeable round-framed chisels with hardened layer for TD 82, EL
95, EL D104 (MDH Type 1)  

Part No.: YY 246870.1
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Sonde housings

Sonde housings Version B with plastic inner sleeve – reinforced model. for sealing the

sonde before rinsing the bore. Rigid construction made of high-quality material for quick

bore head assembly on site.

Sonde housing EL D67 - Ø 75 mm, for standard sondes 

Part No.: DRI 076100

Sonde housing EL D67 - Ø 75 mm, for long sonds and cable sondes Part No.: DRI 076110

Sonde house EL D80 - Ø 85 mm, for standard sondes Part No.: DRI 076200

Sonde housing EL D80 - Ø 85 mm, for long sondes and cable sondes Part No.: DRI 076210

Sonde housing 4X - Ø 65 mm, for standard sondes without buffer Part No.: DRI 094020

Sonde housing TR 34 /HIT - Ø 65 mm Part No.: DRI 4013.5

Sonde housing RD 49 - Ø 70 mm Part No.: MJET 4013.7

Sonde housing TD 48 - Ø 65 mm Part No.: DRI 094010

Sonde housing TD 61 - Ø 75 mm, for standard sondes (15XP) Part No.: DRI 074010.7

Sonde housing TD 61 - Ø 75 mm, for Eclipse cable sondes + EXL sondes,
long version (15XP)  Part No.: DRI 074010.9

Sonde housings TD 73 - Ø 85 mm, for standard sonde housings Part No.: DRI 144023

Sonde housing TD 73 -­ Ø 85 mm, for Eclipse cable sondes + EXL sondes,
long version  Part No.: DRI 144024

Sonde housing TD 82, for Eclipse cable sondes + EXL sondes, long
version Part No.: DRI 064018

Sonde housing TD 82, incl. facility for cable-guided bores Part No.: DRI 064015
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Sonde housings

Side loader Sonde housing TD 73 -­ Ø 85 mm, for standard (15“) sondes 

Side loader sonde housing with plug-in connection for the drill head. The
drill head does not have to be dismantled to remove the locating sonde. 

Part No.: DRI 144028

Side loader Sonde housing TD 82 -­ Ø 100 mm, for standard (15“) sondes 

Side loader sonde housing with plug-in connection for the drill head. The
drill head does not have to be dismantled to remove the locating sonde. Part No.: DRI 064056

Side loader Sonde housing TD 82 - Ø 100 mm, for long (19“) sondes 

Side loader sonde housing with plug-in connection for the drill head. The
drill head does not have to be dismantled to remove the locating sonde. Part No.: DRI 064057

Side loader Sonde housing EL D104 - Ø 110 mm, for standard probes Part No.: DRI 030020

Side loader Sonde housing EL D104 - Ø 110 mm, for long sondes and
cable sondes  Part No.: DRI 030021
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Quick-Connector

For quick and easy connection/loosening of the drilling tool to/from the drill rod.

A return valve which prevents infiltration of soil particles, is built as a standard.

Quick-Connector

Quick coupling-plug connection with return valve (ehich prevents soil particles entering

during the drill rod exchange) 

·   For quick and easy connection/loosening of the bore tool fromdrill rod (even in the
tightest jobsite pits)

·   time consuming loosening process with heavy pipe clamps is not necessary

Incl. 2 tool adapters, 1 drill rod adapter plus 1 x 10 heavy duty lock pins

Quick Connector TD 61 - complete 

without tools Part No.: DRI 249175

Quick Connector TD 73 - complete 

without tools Part No.: DRI 249176

Quick Connector TD 82 - complete 

without tools Part No.: DRI 249177

Quick Connector EL 95 - complete 

without tools Part No.: DRI 249997

Quick-Connector 4X - complete 

without tools Part No.: DRI 249293

Quick-Connector EL D67 - complete 

without tools Part No.: DRI 247583

Quick-Connector EL D80 - complete 

without tools Part No.: DRI 247586
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Quick-Connector

Loosening tool

  

Loosening tool TD 61, EL D67 Part No.: YY 298570

Loosening tool TD 61, EL D67 Part No.: YY 298570

Loosening tool TD 73, EL D80 Part No.: YY 298672

Loosening tool TD 82 / EL 95 Part No.: YY 298566

Quick-Connector
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Quick-Connector

Pin puncher tool

for easy removal of the lock pins

Pin puncher tool TD 61, EL D67 Part No.: YY 298718

Pin puncher tool TD 73, EL D80 Part No.: YY 298729

Pin puncher tool TD 82 / EL 95 Part No.: YY 298733

Tool adapter, single

  

Tool adapter TD 61 SW 51 Part No.: YY 249022

Tool adapter TD 73 SW 59 Part No.: YY 249084

Tool adapter TD 82 / EL 95 SW 75 Part No.: YY 249017

Tool adapter 4X SW 38 Part No.: YY 309501

Tool adapter EL D67 SW 51 Part No.: YY 247568

Tool adapter EL D80 SW 59 Part No.: YY 247572

Tool adapter 2 ?" API.Reg. Pin SW 75 Part No.: YY 249336

Quick-Connector
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Quick-Connector

Drill rod adapter, single

  

Drill rod adapter, TD 61 SW 51 Part No.: YY 249170

Drill rod adapter, TD 73 SW 59 Part No.: YY 249172

Drill rod adapter, TD 82 SW 75 Part No.: YY 249174

Drill rod adapter, EL 95 SW 75 Part No.: YY 249960

Drill rod adapter, 4X SW 38 Part No.: YY 249292

Drill rod adapter, EL D67 SW 51 Part No.: YY 247571

Drill rod adapter, EL D80 SW 59 Part No.: YY 247576

Spare lock pins, pack with 10 pins

Spare lock pins TD 61, EL D67 Part No.: YY 249244

Spare lock pins TD 73, EL D80 Part No.: YY 249245

Spare lock pins TD 82 / EL 95 Part No.: YY 249246

Spare lock pins 4X Part No.: YY 249311
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Drill rods

The only drill rod permitted for GRUNDODRILL

·   made of high quality, flexible special steel

·   soft, flowing blending into the swaged pipe end

·   L 3.000 mm (effective length)

·   swaged and friction welded connections

·   higher resistance, higher wear reserves, longer service life than comparable drill
rods

·   improved clamping jaw rest (longer clamping area)

·   based on many years of experience

·   up to 40% lower loosening period, less sensitive to dirt

Drill rods for GRUNDODRILL ACS 130 

Drill rods 3 m (9,84 ft) Part No.: DRI 235011

Drill rods for GRUNDODRILL JCS 130 

Drill rods 3 m (9,84 ft) Part No.: DRI 243953

Drill rods for GRUNDODRILL 4X 

Drill rods 1,525 m (5 ft) Part No.: DRI 249117

Drill rods for GRUNDODRILL 7X 

TwinDrive Drill rods TD 48 Part No.: DRI 294113

Drill rods for GRUNDODRILL 7Xplus, 10S, 13/15X, 12/15GS, 10XP/15XP 

TwinDrive Drill rods TD 61 Part No.: DRI 249006

Drill rods for GRUNDODRILL 10S, 13/15X, 12/15GS 

Drill rods RD 49 Part No.: DRI 249010

Drill rods for GRUNDODRILL 15X, 15S, 15GS 

TwinDrive Drill rods TD 61 strengthened Part No.: DRI 249005

Drill rods for GRUNDODRILL 15N 

TwinDrive Drill rods TD 73 Part No.: DRI 249055
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Drill rods

Twin-tube drill rods for GRUNDODRILL 18ACS 

Twin-tube drill rods EL 95 
Part No.: DRI 232843

Impact drill rods for GRUNDODRILL 20S / 25N / 28Nplus 

TwinDrive impact drill rods TD 82 Part No.: DRI 249007

Abstreifscheiben

Abstreifscheiben zur Reinigung von Gestängen. Abstreifscheiben lassen sich einfach auf

das Gestänge setzen ohne dieses zu entschrauben.

Strip-off disc for TD 48 Part No.: YY 298322

Strip-off disc for TD 61 Part No.: YY 298319

Strip-off disc for TD 73 Part No.: YY 298320

Strip-off disc for TD 82 Part No.: YY 298321

Strip-off disc for EL 95 Part No.: YY 298323

Backreamers
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Backreamers

Tools for expanding the pilot bore

Due to the variety of soils there is a wide range of backreamers available to ensure the best possible bore progress.

Thus TT offers various backreamers to be perfectly equipped even for rock bores. We also construct custom-made backreamers. Please

contact us.

Backreamers
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Backreamers

HSR Meißelreamer

·   sehr schneller und leichter Werkzeugwechsel, Bohrkopf raus, Backreamer rein
(Stecksystem)

·   Zeitersparnis, gerade bei kleinen Rohrgrößen von Ø 40 bis 110 mm und sehr
beengten Baugruben

·   einsetzbar nur mit verstärktem Sendergehäuse

·   mit unterschiedlichen Besätzen

·   mit integriertem Drehwirbel

Weitere Ø auf Anfrage erhältlich

Plug-in Reamer Ø 120 mm, Burls, for sonde housing Ø 65-75 mm 

  Part No.: DRI 4BAAS1B

Plug-in Reamer Ø 130 mm, Sharkbit, for sonde housing Ø 65-75 mm 

  Part No.: DRI 4BAAS1E

Plug-in Reamer Ø 125 mm, Burls, for sonde housing Ø 85 mm 

  Part No.: DRI 4BAAS2B

Plug-in Reamer Ø 140 mm, Weld-on claw, for sonde housing Ø 100 mm 

  Part No.: DRI 4BAAS3F

Plug-in Reamer Ø 175 mm, Sharkbit - For EL D104 sonde housing Part No.: DRI 4BBCS4H

Backreamers
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Backreamers

Soft-Soil-Reamer (SSR) for clay, loam, silt, marl
Winged Reamer / Flycutter

Cutter and pre-cutter - ideal for easy to cut and hardly displaceable soils (e.g. clay and

loam) as well as for bores with little coverage, requires only little torque, optimum

fragmentation of the spoil due to rear paddle. Starting drill rod upon choice (e.g. API, Ditch

Witch, Vermeer, TRACTO-TECHNIK)

Part No.: siehe Tabelle

Backreamers
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Backreamers

Medium-Soil-Reamer (MSR) for fine sand to medium gravel soils
Stepped Reamer

·   2-stage construction (from basic body Ø 273) for very easy and centred run and
optimum smoothing of the bore channel

·   Optimum jet nozzle geometry for loosening and transporting the bore spoil

·   Suitable for allmost all types of soil

·   extremely durable, robust and low-wear construction

·   Also available with integrated swivel

·   Due to the two-stage construction a certain degree of centring is achieved in the
upsized bore hole

·
 

Due to the long cylindrical part at the rear of the backreamer the bore channel is
well smoothed; in case of a reaming operation for cleaning the backreamer won't
leave the bore channEL Due to this stabilizing part

·   Conveyor nut for optimum transport of the bore spoil

·   Starting drill rod upon choice (e.g. API, Ditch Witch, Vermeer, TRACTO-TECHNIK)

Part No.: siehe Tabelle
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Backreamers
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Backreamers

Medium-Soil-Reamer (MSR) for fine sand up to medium gravel soils
Cone Reamer

·   conical backreamer with conveyor groove

·   available with internal sviwelh

·   optimum jet nozzle position

·   applicable in mixed soils up to debris, stabilizing effect due to design 

·   Starting drill rod upon choice (e.g. API, Ditch Witch, Vermeer, TRACTO-TECHNIK)
 

Part No.: siehe Tabelle
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Backreamers

Medium-Soil-Reamer (MSR) for fine sand up to medium gravel soils
Grundoream

·   Backreamer body with exchangeable cutting blades for varying the upsizing diamter

·   distinctively reduced torque due to optimum blade geometry

·   excellent cutting effect with high spoil discharge

·   hardly any wear at the basic body

·   optimum jet nozzle geometry for good back flow prevents conglutinating of the
blades

·   Starting drill rod upon choice (e.g. API, Ditch Witch, Vermeer, TRACTO-TECHNIK)

Part No.: nach Tabelle
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Backreamers

Sharkbit Blade set

Blade set for sandy, clay soils up to mixed corn soils

Blade set consisting of 3 blades

Sharkbit Ø 150 mm (Basic body I) Part No.: DB 01M150B01

Sharkbit Ø 200 mm (Basic body I) Part No.: DB 01M200B01

Sharkbit Ø 250 mm (Basic body I) Part No.: DB 01M250B01

Sharkbit Ø 200 mm (Basic body II) Part No.: DB 02M200B01

Sharkbit Ø 250 mm (Basic body II) Part No.: DB 02M250B01

Sharkbit Ø 300 mm (Basic body II) Part No.: DB 02M300B01

Sharkbit Ø 350 mm (Basic body II) Part No.: DB 02M350B01

Sharkbit Ø 400 mm (Basic body II) Part No.: DB 02M400B01

Sharkbit Ø 450 mm (Basic body II) Part No.: DB 02M450B01

Sharkbit Ø 500 mm (Basic body II) Part No.: DB 02M500B01

Sharkbit Ø 550 mm (Basic body II) Part No.: DB 02M550B01

Claw cutter Ø 350 mm (Basic body II) Part No.: DB 02M350F01

Claw cutter Ø 400 mm (Basic body II) Part No.: DB 02M400F01

Claw cutter Ø 450 mm (Basic body II) Part No.: DB 02M450F01

Claw cutter Ø 500 mm (Basic body II) Part No.: DB 02M500F01
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Backreamers

Hard-Soil-Reamer (HSR) for coarse gravel mixed soils, debris, hard and aggressive soils
Disc Reamer

Aggressive backreamer for very compact and hard soils

·   for weathered rock

·   extremely wear-resistant

·   good mixing of the spoil with the drilling fluid

·   available with internal swivel

·   Diameter slightly larger than the given inch measure. That way it is possible to build
the hole opener into the upsized bore

·   Starting drill rod upon choice (e.g. API, Ditch Witch, Vermeer, TRACTO-TECHNIK)

8 " - TD61 with swivel 15 tons Part No.: DB SH0213203

10” - TD61 with swivel 15 tons Part No.: DB SH0217255

12” - TD61 with swivel 15 tons Part No.: DB SH0217305

14” - TD61 with swivel 15 tons Part No.: DB SH0217355

16” - TD61 with swivel 15 tons Part No.: DB SH0217405

18” - TD61 with swivel 15 tons Part No.: DB SH0217460

8 " - TD73 with swivel 15 tons Part No.: DB SH0913203

10” - TD73 with swivel 30 tons Part No.: DB SH0916255

12” - TD73 with swivel 30 tons Part No.: DB SH0916305

14” - TD73 with swivel 30 tons Part No.: DB SH0916355

16 " - TD73 with swivel 30 tons Part No.: DB SH0916405

18 " - TD73 with swivel 30 tons Part No.: DB SH0916460

8 " - TD82 with swivel 15 tons Part No.: DB SH0313203

10 " TD82 with swivel 30 tons Part No.: DB SH0316255

12 " - TD82 with swivel 30 tons Part No.: DB SH0316305

14 " - TD82 with swivel 30 tons Part No.: DB SH0316355

16 " - TD82 with swivel 30 tons Part No.: DB SH0316405

18 " - TD82 with swivel 30 tons Part No.: DB SH0316460
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Backreamers

Hard-Soil-Reamer (HSR) for coarse gravel mixed soils, debris, hard and aggressive soils
Rock Reamer

·   Chisels can be stroke out from behind

·   for very fast bore progress

·   for rock up to 60 MPa

·   also applicable in mixed soils and debris

·   with internal swivel

·   Starting drill rod upon choice (e.g. API, Ditch Witch, Vermeer, TRACTO-TECHNIK)

8 " (Ø 215 mm) - TD 61 with swivel 15 tons Part No.: DRI 243508

8 " (Ø 215 mm) - TD 73 with sviwel 30 tons Part No.: DRI 243518

8 " (Ø 215 mm) - TD 82 with swivel 30 tons Part No.: DRI 244947

20 " (Ø 525 mm) - TD 82 with swivel 30 tons Part No.: DRI 272304

10 " (Ø 260 mm) - TD 61 with swivel 15 tons Part No.: DRI 243510

10 " (Ø 260 mm) - TD 73 with swivel 30 tons Part No.: DRI 243511

10 " (Ø 260 mm) - TD 82 with swivel 30 tons Part No.: DRI 244960

10 " (Ø 260 mm) - ELD 104 with swivel 30 tons Part No.: YY 272264

12 " (Ø 320 mm) - TD 61 with swivel 15 tons Part No.: DRI 272308

12 " (Ø 320 mm) - TD 73 with swivel 30 tons Part No.: DRI 272309

12 " (Ø 320 mm) - TD 82 with swivel 30 tons Part No.: DRI 272310

12 " (Ø 320 mm) - ELD 104 with swivel 30 tons Part No.: DRI 272311

14 " (Ø 370 mm) - TD 82 with swivel 30 tons Part No.: DRI 248790

14 " (Ø 370 mm) - ELD 104 with swivel 30 tons Part No.: DRI 248789

16 " (Ø 430 mm) - TD 82 with swivel 30 tons Part No.: DRI 272326

16 " (Ø 430 mm) - ELD 104 with swivel 30 tons Part No.: DRI 272327

18 " (Ø 457 mm) - TD 82 with swivel´30 tons Part No.: DRI 243579

18 " (Ø 457 mm) - ELD 104 with swivel 30 tons Part No.: DRI 248783

20 " (Ø 525 mm) - TD 82 with swivel 30 tons Part No.: DRI 272304

20 " (Ø 525 mm) - ELD 104 with swivel 30 tons Part No.: DRI 272306

20 " (Ø 525 mm) - ELD 104 with swivel 30 tons Part No.: DRI 272306

20 " (Ø 525 mm) - ELD 104 with swivel 30 tons Part No.: DRI 272306

20 " (Ø 525 mm) - ELD 104 with swivel 30 tons Part No.: DRI 272306
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Tool disassembly of the chisels 12" - 26" 

Tool for removing the chisels from the 12" to 26" rock reamers Part No.: DRI 272306

Backreamer-Zubehör

Sharkbit, Height: 25 mm - Width: 20 mm 

Applied in firmly layered non-cohesive soils 

Part No.: 220910863

Sharkbit, height 49 mm - width 25 mm 

Applied in firmly layered non-cohesive soils 

Part No.: 229800188

Round-framed chisel, 14 mm 

Standard fitting for cohesive, non-cohesive and standard layered soils.
Applied when increasing the free-cutting size. Shaft diameter: 14 mm 

Part No.: 229800214

Chisel retainer for shaft diameter 14 mm 

Part No.: 229800214.01

Round-framed chisel, 20 mm 

Standard fitting for cohesive, non-cohesive and standard layered soils.
Applied when increasing the free-cutting size. Shaft diameter: 20 mm 

Part No.: 229800189

Chisel retainer for shaft diameter 20 mm 

Part No.: 229800190
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